
ADT Clearances
(m)

Severity
Index(2)

Repair
Costs ($)(4)End

Treat-
ment 20 yrs Current Lat Long.(1) Side Face

Installation
Costs(3)

($) Side Face

Guardrail
Present
Worth

($)

Equivalent
Embarkment

SI

Buried
End 700 471 3.0 400 2.8 2.5 12,712 500 1200 13,526 5,664

Buried
End 1000 673 3.0 410 2.8 2.5 13,007 500 1200 14,199 5,238

Buried
End 1500 1009 3.0 410 2.8 2.5 13,007 500 1200 14,794 4,765

Buried
End 2000 1346 3.6 410 2.8 2.5 13,007 500 1200 14,968 4,637

Buried
End 3000 2019 3.6 420 2.8 2.5 13,303 500 1200 16,327 4,242

Buried
End 6000 4038 3.6 420 2.8 2.5 13,303 500 1200 19,350 3,610

Buried
End 9000 6057 3.6 440 2.8 2.5 13,893 500 1200 23,397 3,360

Buried
End 12000 8076 3.6 440 2.8 2.5 13,893 500 1200 26,565 3,205

Buried
End 18000 12113 3.6 440 2.8 2.5 13,893 500 1200 32,900 3,050

(1) Guardrail = 300 m + (2 * LR), where LR is from Figure 49-5F
Embankment = 300 m

(2) Severity Index interpolated for metric design speed from Figures 49-10H and 49-10I

(3) $29.53/m for guardrail + (2 * $450 for buried ends) or (2 * $3500 for CATS)

(4) Repair Costs for:

face (guardrail) = $1,200
side (buried end) = $500 or (CAT) = $4000

BACKUP DATA FOR FIGURE 49-4B
(60m/h)

Figure 49-11A
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